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CONFIDENTIAL
HANDLING, STORAGE AND / OR OPERATION OF ANY SPINEA GEAR REDUCER OR ACTUATOR
HAS TO COMPLY WITH THE CONDITIONS AND REQUIREMENTS SET FORTH IN
SPINEA PRODUCT CATALOGUE AND THE RESPECTIVE USER MANUAL (WARRANTY CONDITION).
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# i
Poznamka/

Note

E 35 Standard

C 63 Standard

F 97 Standard

H 135 Standard

*Hriadelova Zatka/
Shaft Plug

Zatka/
Plug

Note/
Poznamka

A So zatkou/
With plug

So zatkou/
With plug Standard

B So zatkou/
With plug

Bez zatky/
Without plug

Na poziadanie/
On request

C
Bez zatky/

Without plug
So zatkou/
With plug

Na poziadanie/
On request

D
Bez zatky/

Without plug
Bez zatky/

Without plug
Na poziadanie/
On request

UNSEALED FROM INPUT SIDE

Note:
- Main ring must be fixed in operation with
  18pcs screw M5 St 12.9, TIGHTENING TORQUE 8Nm
- Unsealed space, see assembly manual in catalogue TS G
- RECOMENDATION FOR SEALING MOTOR FLANGE:

  Recommended tolerance for fitting diameter (�n�105 
-0,03 
-0,06

)
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2:1 OIL PLUG M5
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